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AR TERMINAL BRACE ASSEMBLY
R APPROVED

THOMPSON #82, OR

EQUAL (24 LONG)
TYP. OF 2)

PIPE CLAMP,
THOMPSON 4240,
OR APPRO EQUAL

ON
OR APPRO
(Tve. OF 2)

FLT. CHECK
ANTENNA MAST

-—
| S|
BONDING PLATE, THOMPSON #702, ENT.
OR APPROVED EQUAL I8 | |
36" 0.C. NAX ON STEEL SIDING T L E ||

THOMPSON

BONDING PL#ATEZ
(OR A)PPROVED EQUAL l

Al
/ |

BONDING STRAP DOOR-
TQ~FRAME THOMPSON
#588, OR APPROVED
EQUAL

ATTACHMENT PLATE,
THOMPSON #533

OR APPROVED EQUAL
ALONG RIDGE,
36" 0.C. MAX

AR TERMINAL, THOMPSON #660,
OR APPROVED. EQUAL
1/27 X 36" (1YP. OF 2) (NOTE 5)

247 MAX

CABLE HOLDER, THOMPSON #166XX,
OR APPROVED EQUAL
ALONG ROOF EDGE, 36" 0.C. MAX .

ROOF & DOWN
CONDUCTORS
THOMPSON #32,

OR APPROVED EQUAL
STANDARD

PARNLLEL CLAMP,
/ R APPROVED EQUAL
/) FrloMPSON” #565 (ve.)

EXOTHERMIC WELD

PERIMETER COUNTERPQISE
) A= a0 cor

2" T0 6

DOWN CONDUCTORS IN 3/4” /
PVC CONDUT SWEEPS 70 FRouNDINe _/K
12" ABOVE GRADE CONDUCTOR
EXOTHERMIC WELD
(SEE NOTE B)(TYPICAL)
GROUNDING ELECTRODE

3/4" % 10° COPPERCLAD STEEL
TOP A MINIMUM OF 12" DEEP
(TYPICAL OF 4 OR MORE—NOTE 4)

NOTES:

ALL CLAMPS AND BONDING DEVICES SHALL 8f BRONZE,
ALL CABLES AND STRAPS SHALL BE COPPER, AND ALL
BOLTS, SCREWS, & FASTENING HARDWARE SHALL BE
BRONZE OR BRASS UNLESS OTHERWISE SHOWN.

BOND ENVIRONMENTAL CONTROL UNIT, FLT. CHECK ANT. MAST,
DOOR FRAME, JUNCTION BOXES, & ANY MISC.
EXTERIOR METAL OBJECTS TO DOWN CONDUCTORS
WITH MIN. #68 BARE ~ THOMPSON #14X OR #5090,
OR APPROVED EQUAL.

NO CONDUCTOR SHALL BE BENT TO LESS THAN AN
B” RADIUS NOR SHALL BE BENT TO LESS THAN A
90" INCLUDED ANGLE.

WHERE FACILITIES HAVE AN ANTENNA(S) WITHIN 20" OF
THE BUILDING, THE PERIMETER COUNTERPOISE SHALL
SURROUND THE BUILDING AND ANTENNA(S), WITH TWO
§D$glONAL GROUNDING ELECTRODES PROVIDED PER
NTENNA.

BUILDINGS WITH FLAT RODFS REQUIRE AN AIR TERMINAL
AT EACH CORNER AND A PERIMETER ROOF CONDUCTOR
(THOMPSON #32, OR APPROVED EQUAL)Y CONNECTING

ALL TERMINALS IN PLACE OF RIDGE TERMINAL AND
CONDUCTOR AS SHOWN.

LIGHTING DOWN CONDUCTORS SHALL BE EXOTHERMICALLY
WELDED TO 4/0 GROUND CONDUCTOR PRIOR TO
ENTERING THE GROUND.

WHERE SPECIFIC MANUFACTURERS OF EQUIPMENT ARE
GIVEN, THE CONTRACTOR MAY SUBMIT ALTERNATE
EQUIPMENT EQUAL TO THAT PROPOSED FOR
CONSIDERATION BY THE ENGINEER.
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